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We report a technique that uses clouds of ultracold atoms as sensitive, tunable, and noninvasive
probes for microwave field imaging with micrometer spatial resolution. The microwave magnetic
field components drive Rabi oscillations on atomic hyperfine transitions whose frequency can be
tuned with a static magnetic field. Readout is accomplished using state-selective absorption
imaging. Quantitative data extraction is simple and it is possible to reconstruct the distribution of
microwave magnetic field amplitudes and phases. While we demonstrate two-dimensional imaging,
an extension to three-dimensional imaging is straightforward. We use the method to determine the
microwave near-field distribution around a coplanar waveguide integrated on an atom chip. © 2010
American Institute of Physics. doi:10.1063/1.3470591
Today, monolithic microwave integrated circuits
MMICs are of great importance in science and technology.
In particular, they constitute key building blocks of today’s
communication technology.1 MMICs also serve as main
components of superconducting quantum processors.2 In our
group, a simple MMIC structure has recently been used as a
tool for quantum coherent manipulation of ultracold atoms
on an atom chip.3
Function and failure analysis is of crucial importance for
the design of MMICs as well as for simulation verification.4
External port measurements e.g., using a network analyzer
offer only limited insight. The microwave mw near-field
distribution on the device gives much more information, en-
abling specific improvement. Therefore, different methods
have been developed to measure the spatial distribution of
mw near-fields.5 These methods use diverse physical effects
to measure the mw electric or magnetic field. They have in
common that they scan the field distribution point-by-point.
Here we propose and experimentally demonstrate a
highly parallel method that allows for non-invasive and com-
plete amplitudes and phases imaging of the mw magnetic
field distribution using clouds of ultracold atoms.6 In this
method, the mw magnetic field drives resonant Rabi
oscillations7 between two atomic hyperfine levels that can be
detected using state-selective absorption imaging.8 The
method offers micrometer spatial resolution and a mw mag-
netic field sensitivity in the 10−8 T range at frequencies of a
few gigahertz. It is a frequency-domain, single-shot tech-
nique to measure a two-dimensional field distribution. The
method can be extended to measure three-dimensional 3D
distributions slice by slice. Data extraction is simple, it offers
a high dynamic range, and it is intrinsically calibrated since
only well-known atomic properties enter in the analysis.
For the proof-of-principle experiment presented here, we
use our atom chip setup,3 see Fig. 1. The chip has integrated
mw coplanar waveguide CPW structures that were de-
signed for quantum manipulation of ultracold atoms.3 To
demonstrate our method, we analyze the mw magnetic field
near this structure. In general, the device to be tested does
not have to be integrated on an atom chip.
Our method works as follows. On the room-temperature
atom chip, we prepare clouds of 87Rb atoms at a temperature
of T5 K using laser and evaporative cooling
techniques.3,6 The magnetically trapped atoms are initially in
the ground state hyperfine sublevel F ,mF= 1,−1, see Fig.
1a. The trap is moved close to the mw structure to be
characterized, where it is switched off and the atoms are
released to free fall. During a hold-off time dtho, the cloud
drops due to gravity and expands due to its thermal velocity
spread, filling the region to be imaged Figs. 1b and 1c.
We maintain a homogeneous static magnetic field B0 of or-
der 10−4 T. It provides the quantization axis and splits the
frequencies , =−, ,+ of the three hyperfine transitions
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FIG. 1. Color online Schematic of the experiment. a Ground state hy-
perfine levels of 87Rb atoms in a static magnetic field. Initially, the atoms are
trapped in state F ,mF= 1,−1. The three relevant transitions 1,−1
→ 2,m2 m2=−2,−1,0 are indicated. The corresponding transition fre-
quencies , =−, ,+ are split by L due to the Zeeman effect. The Rabi
frequencies  are indicated. b The atom chip. Inset: Atom cloud near the
CPW structure whose mw magnetic field is examined. The three inner wires
constitute the CPW. c Experimental sequence. Left: The trap is switched
off and the atom cloud expands. Right: A mw pulse is applied to the CPW,
resonant with one of the transitions . Its magnetic field of amplitude Br
drives Rabi oscillations with position-dependent r between 1,−1 and
the corresponding state 2,m2. The resulting atomic density distribution
n1r n2r in F=1 F=2 is detected. From nir, we reconstruct r.
Several such measurements on the three transitions are combined to recon-
struct Br.
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1,−1→ 2,m2, m2=−2,−1,0 by L=BB0 /2 due to the
Zeeman effect cf. Fig. 1a. A mw signal on the MMIC is
subsequently switched on for a duration dtmw typically some
tens of microseconds. We select one of the transitions by
setting the mw frequency =. The mw magnetic field
Br , t=1 /2Bre−it+Breit couples to the atomic
magnetic moment and drives Rabi oscillations of frequency
r on the resonant transition. For the three transitions of
interest,

−
r = − 	3B

B
−
re−i−r, 1
r = −	34B Bre−ir, 2
+r =	12B B+re−i+r. 3
Here, B and  are the real-valued amplitude and phase of
the component of B parallel to B0, and B+ ,+ B− ,− are
the corresponding quantities for the right left handed circu-
lar polarization component in the plane perpendicular to B0.9
After the mw pulse, a spatial pattern of atomic populations in
F=1 and F=2 results, see Fig. 1c. The probability to detect
an atom in F=2 is
p2r 

n2r
n1r + n2r
= sin212 rdtmw . 4
Here, n1r n2r is the density of atoms in F=1 F=2,
which can be measured using state-selective absorption
imaging.8 From p2r we can reconstruct r and thus the
spatial distribution of the resonant mw polarization compo-
nent Br, as shown below.
For a reconstruction of Br, we measure Br, B+r,
and B
−
r with B0 pointing along the x, y, and z axis. In each
of the nine measurements cf. Fig. 2, we tune  into reso-
nance with the desired transition . Alternatively, to test a
device at a given frequency , one can achieve resonance by
Zeeman-tuning of  via B0. The measurements allow a re-
construction of the amplitudes of all three Cartesian compo-
nents of B as well as their relative phases. The measurements
of B for the three orientations of B0 directly yield the am-
plitudes Bx, By, and Bz. The relative phases can be recon-
structed from the other measurements.9 It is also possible to
measure the spatial dependence of the global phase of B
using an interferometric method.9
Absorption imaging integrates over the direction of
propagation of the imaging laser beam. Structures to be char-
acterized should therefore have a characteristic length scale
along the beam larger than the size of the atom cloud. The
cloud size can be adjusted through the magnetic trap fre-
quencies, T, and dtho.
We experimentally demonstrate our method by measur-
ing the mw magnetic field distribution near the CPW on our
atom chip. The measurement is performed at a position
where the CPW is translationally invariant along the imaging
beam. An overview of the data is shown in Fig. 2. What
appear in the images are essentially isopotential lines of the
mw magnetic field components. Qualitative conclusions can
be drawn directly by looking at the images—e.g., the left/
right asymmetry visible in Fig. 2 reveals that there is an
asymmetry in the mw currents on the CPW wires. This con-
B
a
lo
n
g
x
0
P =120 mW, dt =20 smw mw µ P =120 mW, dt =20 smw mw µ P =120 mW, dt =40 smw mw µ
P =70 mW, dt =10 smw mw µ P =120 mW, dt =150 smw mw µ P =120 mW, dt =40 smw mw µ
P =120 mW, dt =20 smw mw µ P =120 mW, dt =20 smw mw µ P =120 mW, dt =40 smw mw µ
50 mµ
x
z
direct image
mirror image
p (r)2
B
a
lo
n
g
y
0
B
a
lo
n
g
z
0
+
0.0
0.5
1.0
FIG. 2. Color online Imaging of mw magnetic field
components near the CPW of Fig. 1. The images show
the measured probability p2r to find an atom in F=2
after applying the mw pulse. Columns correspond to
measurements on the three different transitions ,
rows to three different orientations of B0. The imaging
beam is reflected from the chip surface at an angle of
2°. As a result, on each picture, a direct image and its
reflection on the surface are visible. The dashed line
separates the two. No atoms are visible in the very cen-
ter of the image because the CPW structures distort the
imaging beam. The mw power launched into the CPW,
Pmw, and the mw pulse duration dtmw are indicated. dtho
varies between 1 and 2 ms. The noise in the image
periphery corresponds to regions without atoms. Images
are averaged over several experimental runs 15 to
130.
051101-2 Böhi et al. Appl. Phys. Lett. 97, 051101 2010
Downloaded 03 Aug 2010 to 129.187.254.47. Redistribution subject to AIP license or copyright; see http://apl.aip.org/apl/copyright.jsp
firms independent findings in our previous paper.3
It is possible to automatically extract Br from a single
image. From p2r we can calculate r using Eq. 4 up
to an offset of n /dtmw, where n is an integer. The offset for
each point can be calculated by a ray-tracing method, where
rays are sent from the image periphery where dtmw	1
through the desired point to the center of the mw structure
where  is maximal. n is given by the sum of the num-
ber of minima and maxima of p2r encountered on the ray.
Alternatively, we take series of k image frames, scanning
either the mw power Pmw or dtmw the movie method. k
depends on the desired dynamic range but can be as low as
10. The time to record one frame is 14 s but could be reduced
to 
3 s.10 For each image pixel, we thus obtain a sequence
of k datapoints showing Rabi oscillations, see Fig. 3a. We
fit a function sin21 /2Pmwdtmw to the data, where
Pmw=a	Pmw and a is the fit parameter. From the fit,
we determine  and thus, via Eqs. 1–3, B at this pixel
for a given Pmw. As an example, Fig. 3b shows an image of
the Cartesian mw field component Bxr near our CPW re-
constructed in this way. Figure 3c shows a corresponding
simulation. Comparing data and simulation, we obtain infor-
mation about the current distribution on the CPW.
The single-shot mw field sensitivity of our method is
mainly determined by the interaction time dtmw. There is a
trade-off between sensitivity and effective spatial resolution
seff. Longer dtmw yields higher sensitivity but at the same
time the image blurs due to the movement of the atoms. For
our parameters optical resolution sopt=4 m, dtmw=80 s,
and T=5 K and dtho=0, we obtain seff=8.2 m and a mw
magnetic field sensitivity of 210−8 T.9
In a variant of the presented method, trapped atoms
could be used as a scanning mw field sensor. For trapped
atoms, dtmw can be much longer without increasing seff,
thereby improving the field sensitivity. To record an image,
the trap position has to be scanned from shot to shot of the
experiment.9
Our method is frequency selective. Individual compo-
nents of a multi-tone signal could be resolved. The transition
frequencies  can be adjusted via B0. For B0 up to 0.5 T,
which is a realistic effort, e.g., for prototype testing, transi-
tion frequencies of 2.5–14 GHz are accessible with 87Rb.9
Note that for B00.1 T we start entering the Paschen–Back
regime, where the matrix elements of Eqs. 1–3 change
and the theory has to be modified. Using other atomic spe-
cies, different frequency ranges are accessible. Alternatively,
a two-photon transition could be used for imaging, where
two mw fields or a mw and a radio frequency field are ap-
plied to the atoms. The first field frequency 1 is applied
externally with known spatial distribution, while the other
field frequency 2 is to be imaged. Resonant Rabi oscilla-
tions occur for 1+2=. It is also possible to image off-
resonant mw fields and other differential potentials using a
Ramsey interferometry technique.9,11
Our technique can be extended to measure 3D distribu-
tions of Br slice by slice, either by using a gradient of B0
such that only a slice of atoms is resonant with , or by
using a light sheet detection technique,12 where slices per-
pendicular to the camera line of sight are imaged. Using
similar techniques, it is also possible to shape the atomic
cloud to prepare a thin sheet of atoms.
The method presented here seems promising for applica-
tions like prototype characterization. It allows for highly sen-
sitive, parallel, high-resolution, and noninvasive imaging of
the complete mw magnetic field distribution around an
MMIC. Compact and portable systems for the preparation of
ultracold atoms have been built,10 and key components of
such systems are commercially available.
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FIG. 3. Color online Measured mw magnetic field component Bxr near
the CPW and comparison with a simulation. The measurement is performed
with = and B0 along x, and the movie method see text is used to
extract Br
Bxr. a Rabi oscillations at two exemplary pixels of the
image, recorded by varying Pmw at fixed dtmw=20 s. The sinusoidal fits
used to determine  and thus B
Bx as a function of 	Pmw are shown.
The observed decay of the oscillations is due to mw field gradients across
the pixel. b Image of Bxr at Pmw=120 mW as obtained from the data. c
Corresponding quasistatic simulation of Bxr Ref. 3. We find best agree-
ment with b if we allow for a 10% asymmetry between the currents on the
two CPW ground wires and assume induced currents in the two wires next
to the CPW grounds with an amplitude of 2% of the signal conductor
current.
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